
ABSTRACT. Welding on in-service
pipelines (hot tapping) has been prac-
ticed for many years on pipes containing
both liquids and gases. The increasing
frequency of sour conditions within gas
and oil pipelines increases the risks in-
volved in welding on pressure-contain-
ing lines and imposes additional re-
straints in the form of maximum tolerable
hardness, especially in the heat-affected
zone (HAZ). While there are existing pro-
cedures to deal with the cooling rate ef-
fects of the liquid or gas contained within
a pipeline, little is known of the effects of
the physical properties of the liquid or
gas on the cooling rates to be expected.
Most experimental work on procedure
verification has been done on still or cir-
culating water as the working fluid.

In this study, a pressurized test coupon
of X-52-type pipe was filled with liquids
of differing physical properties — water,
ethylene glycol, methanol, water-glycol
mixtures and water-methanol mixtures.
Thermocouples monitored inside wall-
temperature changes caused by mecha-
nized GTAW autogenous fusion runs on
the pipe surface, and optical pyrometer
measurements were used to assess out-
side wall temperature cycles.

The results show both the working
fluid physical properties and the pipe
pressure conditions affect the weld zone
cooling rate to a significant degree. It is

possible to control cooling rates on the
inside and outside walls of the pipe by
adjusting working fluid properties and in-
ternal pressure conditions.

Low-hydrogen SMAW deposits were
compared to the autogenous GTAW runs
for limited but practical repair procedural
conditions. This showed the expected
heat input increase due to more efficient
SMAW arc conditions is about 25%. This
difference is somewhat lower than the
usual GTAW/SMAW arc efficiency com-
parisons in the literature. It indicates the
necessity for more trials incorporating
the range of welding process parameters
to be considered in evaluating the work-
ing fluid cooling characteristics.

Once the heat input relationships for
various processes are established, the
cooling rate control possible with various
working fluid compositions can be uti-
lized to assess procedure qualification in
a controlled engineering environment. A

procedure qualification involving the
modified water-ethylene glycol working
fluid has been used to make a nozzle to
pipe weld on an active sour gas pipeline
during the Canadian winter.

Introduction

Branch connections to existing hydro-
carbon pipelines are often attached by
welding on the pipe while liquid or gas
products are contained in or flowing in
the pipe. This procedure is called hot tap-
ping. The working fluid usually produces
a rapid cooling rate in the weld zone,
which raises concerns about possible hy-
drogen-assisted cracking (HAC) in the
HAZ. Experience has shown that HAC
can be minimized by controlling the max-
imum hardness in the HAZ to 350 HV for
the majority of hot tapping situations. This
hardness level is more difficult to achieve
on older pipelines due to higher carbon
levels in the steels. The carbon equivalent
(CE) is therefore high as well. In sour ser-
vice conditions, the maximum tolerable
hardness is usually limited to 248 HV,
based on provisions in NACE MR0175.
Canadian Standard CSA Z-662 (Ref.1) re-
quires qualification for both procedures
and welders be based on producing a
weld zone cooling rate at least as severe
as that on the specific operating pipeline
to be welded. Procedure and welder
qualification tests are usually conducted
on sections of pipe containing flowing
water. This is generally an over-conserva-
tive approach due to the use of a more se-
vere heat sink than would usually be en-
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countered in a pipeline containing flow-
ing hydrocarbon gases or liquids. The
high-quench rates inherent in this ap-
proach have caused problems in meeting
specified hardness levels during proce-
dure qualification for older pipeline
steels, which tend to have higher carbon
and carbon equivalent levels. The ability
to control test coupon cooling rates to
those representative of welding on active
pipelines would help in producing more
realistic procedure qualification.

Prediction of cooling rates can be ac-
complished by computing an expected
cooling rate from welding parameters

and heat-sink simulations (the Battelle
approach) or by experimentally measur-
ing heat-sink effects on cooling rates for
the actual in-service pipeline to be
welded (the Edison Welding Institute
[EWI] approach). There has been some
progress on integrating the two ap-
proaches (Ref. 2).

The integrated EWI and Battelle
method allows for precalculation of ex-
pected weld zone cooling rates (Battelle)
and validation via relatively simple cool-
ing time measurements (EWI). However,
there are admitted shortcomings, includ-
ing a limited range of wall thicknesses for

valid results and a lack of data on the ef-
fects of working fluid physical properties
and internal pressure.

Another problem in using flowing
water results from the necessity to find a
qualification procedure that provides an
acceptable HAZ hardness in the qualifi-
cation test without using a welding heat
input that may cause melt through of the
pipe wall in a field repair. This is espe-
cially difficult on steels of high carbon
and CE levels. 

This project was undertaken to deter-
mine if weld zone cooling rates pro-
duced by pressurized qualification
coupons containing various working flu-
ids could be varied in a controlled man-
ner, thereby offering more control over
cooling rates and consequent hardness
levels in the weld zone. The primary vari-
ables investigated were the effects of
working pressure and the physical prop-
erties of the working fluids, such as ther-
mal conductivity (or diffusivity) and liq-
uid boiling temperatures (Tsat).

Experimental Results

The pressurized pipe welding test
coupon assembly is shown in Fig. 1. The
section is 4-in. Schedule 40 pipe (0.237-
in. wall thickness), 150 mm (6 in.) long,
encapsulated with machined cylinder
heads. The material is ASTM A106 Grade
B, which is a reasonable simulation of
older X-52 pipeline steels. Comparative
chemistries are given in Table 1. The dif-
ferences are mainly in the Si levels as
106B is a fully killed steel, while X-52
grades are not.

Gaskets in gasket grooves machined
into the heads prevented leakage, while
three sections of threaded rod provided
restraint for pressure application. Pres-
sures of up to 7 MPa (~1000 lb/in.2) were
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Fig. 1 — Pressurized pipe test assembly.

Table 1 — Typical Steel Chemistries

Steel %C %Mn %Si %S %P % other

A 106B 0.30 0.29 0.10 min 0.058 max 0.048 max —
1.06

X 52 0.31 1.1 0.04 0.028 0.052 0.04Cr, 0.04Ni

Fig. 2 — Pipe inside wall temperature and Tsat vs. pressure for water
(1.1 and 1.65 kJ/mm).

Fig. 3 — Pipe inside wall temperature for 50% methanol in water
(1.45 kJ/mm) and Tsat (methanol and water) vs. pressure.



possible in the test assembly. Thermo-
couples for internal wall temperature
measurements were inserted through 6.4
mm (1⁄4 in.) NPT plugs sealed with epoxy
resin, which were secure to a pressure of
28 MPa (4000 lb/in.2). Pressure was ap-
plied via a hydraulic pump. Pressure rises
during welding due to working fluid
heating were controlled by a pressure
regulator valve set to a maximum of 8.4
MPa (1200 lb/in2). This arrangement
managed the pressure variations ade-
quately but was inconsistent in produc-
ing a repeatable pressure set point.

Weld passes on the outside wall of the
pipe were conducted with a mechanized
GTAW process using argon shielding gas
at a flow rate of 30 L/min (15 ft3/h) and
direct current on electrode negative po-
larity (DCEN). This process and method
were adopted to ensure consistent heat
input results and avoid the complications
of metal transfer and fume on optical py-
rometry. Welding speed was always 100
mm/min (4 in./min). Two thermocouples
were attached to the inside surface of the
pipe wall directly beneath the weld zone
near the center of the coupon, and their
output was recorded on a digital strip
chart recorder. Outside surface tempera-
tures were monitored with an infrared py-
rometer with the output recorded on a
digital strip chart recorder.

Some of the variability in cooling
rates experienced by welds is due to the
efficiency of heat transfer as it varies
from process to process, as well as dur-
ing the application of a field weld with a
given process. To assess the different
heat transfer characteristics of the usual
SMAW deposits using E7018-1 (CSA
E48018-1) electrodes compared to the
autogenous GTAW fusion runs used in
the working fluid experiments, welds
were made on a 25-mm (1-in.) diameter
rod 120 mm (4.63 in.) long. The bar was
surrounded with insulation to minimize
heat loss during welding and contained
within a sectioned 50-mm (2-in.) diam-
eter Schedule 40 steel pipe. GTAW runs
were made with a 3.2-mm-diameter
EWTh-2 electrode reground to a 45-deg
taper after each use. The SMAW elec-
trodes were 2.5 mm (3⁄32 in.). Similar
nominal heat inputs were used for both
processes. The heating and cooling cy-
cles and the peak temperature were
monitored with a K-type thermocouple
embedded in the steel rod. Process effi-
ciencies (net heat transferred) were cal-
culated using the following relationship:

This calculated value was compared to
the nominal heat input to assess process

efficiency. The actual heat input is im-
portant in determining cooling rates,
and, therefore, a knowledge of the heat
transfer efficiency of different welding
processes is critical for comparing results
obtained with differing processes. The
welding conditions used and the effi-
ciency calculation results are shown in
Table 2. The slightly high voltages in the
SMAW process were due to a longer arc
length than normal due to the restricted
access permitted by the insulation sur-
rounding the calorimeter specimen. In
real procedure qualification, the actual
process and heat input conditions cho-
sen for the proposed
hot-tap operation
would be used. 

Tests on the pres-
surized pipe section
began with axial
GTAW passes using
pure water as the
working fluid. Inside
wall surface tempera-
ture rose in step with
internal pressure at a
given heat input and
was very close to the
Tsat for water, as
shown in Fig. 2.
Changes in heat input
over the range of 1.1 to
1.65 kJ/mm had no
measurable effect on
this result. Pure ethyl-
ene glycol produced a
large and uncontrol-
lable temperature rise
on the inside wall due
to film boiling. Testing
with pure methanol
was not attempted due
to flammability risks
and the assumption
that film boiling would
occur at very low heat
input due to a low Tsat.
A 50% mixture of
methanol in water ex-
hibited intense film
boiling behavior and
high inside wall tem-
peratures at a pressure
of less than 3 MPa, but
behaved as water at
pressures above 3 MPa
— Fig. 3. This indi-
cates water controlled
the behavior in the
mixture at moderate pressures and
above. Methanol experiments were dis-
continued at this point, since the
methanol-water mixtures could not alter
the behavior of the system favorably in
comparison with water alone. 

Evaluation continued with a 50%

mixture of ethylene glycol in water. The
peak inside wall temperature response
indicated that with heat inputs of 1.4
kJ/mm (35 kJ/in.) and 2.1 kJ/mm (50
kJ/in.), the response in the mixture fell
between Tsat results for the individual
liquid components and that peak tem-

∆H m C dP
T

T
= ⋅ ⋅∫

2

1
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Table 2 — Heat Input Verification Data

Weld Volts Amperes Weld Arc
Speed Efficiency
mm/s Calculated

%

SMAW 29 90 1.7 75.2
Run 1
SMAW 27 85 1.7 85.1
Run 2
GTAW 12 219 1.7 61.5
Run 1
GTAW 12 219 1.7 61.5
Run 2

Fig. 4 — Pipe inside wall temperature for 50% ethylene glycol in
water (1.4 kJ/mm) and Tsat (ethylene glycol and water) vs.  pressure.

Fig. 5 — Pipe inside wall temperature for 50% ethylene glycol in
water (2.0 kJ/mm) and Tsat (water and ethylene glycol) vs.  pressure.



perature increased with pressure — Figs.
4 and 5. At low pressure, film boiling
caused deviations from this behavior,
with steep rises in inside wall tempera-
ture observed, as occurred in the
methanol experiments.

Cooling rates for the inside wall were
established by initiating temperature
change measurements in the first five sec-
onds after nucleate boiling (as defined by
cessation of rapid fluctuations in thermo-
couple output) had stopped. The results
are shown in Fig. 6 for water at a heat
input of 1.65 kJ/mm and for the 50% gly-
col mixture at heat inputs of 1.4 and 2.1
kJ/mm. The cooling rate on the inside
wall in water is high and increases with
pressure, while the cooling rate in the
50% glycol mixture is lower and almost
invariant with pressure over a range of
heat input. The inside wall cooling rate
for the glycol mixture at all pressures de-
creases slightly as heat input increases. 

Outside wall cooling rates were de-

termined for the same conditions by
recording the optical pyrometer output
to determine both ∆T8-5 (seconds to cool
from 800 to 500°C) and R540 (cooling
rate in degrees per second at 540°C
[1000°F]) values, shown in Figs. 7 and 8.
It is apparent that outside surface cool-
ing rates under either criterion decrease
a small amount with water as pressure
increases. With the water-glycol mix-
ture, the cooling rate decreases signifi-
cantly as pressure increases, which of-
fers the possibility of control over the
cooling rate for hot tapping weld proce-
dure qualification testing.

Discussion

A hot-tap weld zone can essentially
be regarded as a small hole through
which heat is forced through the pipe
wall and then removed by the working
fluid. Heat transfer by the liquid experi-
ences five defined regimes (Refs. 3, 4).

When the temperature of the liquid con-
tacting the interior pipe surface is lower
than the Tsat, no boiling takes place, and
heat transfer is low and via natural con-
vection. As the temperature of the liquid
in contact reaches the Tsat, bubbles are
nucleated at the pipe surface and con-
dense quickly, as the bulk liquid temper-
ature is below Tsat. The bubbles increase
the rate of heat transfer by stirring the liq-
uid next to the pipe wall. This is sub-
cooled nucleate boiling. When the bulk
liquid temperature reaches Tsat, bubbles
are larger and migrate within the liquid.
Heat transfer rates continue to rise in this
nucleate boiling regime until the depar-
ture from nucleate boiling (DNB) occurs
at a critical heat flux. Heat transfer rates
then decrease rapidly due to vapor films
forming on the pipe wall surface, which
limits possible heat transfer in the liquid
phase. This is the transition boiling
regime. Liquid wetting is progressively
eliminated and heat transfer is then con-
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Fig. 6 — Inside wall cooling rates for water (1.65 kJ/mm) and 50%
ethylene glycol in water (1.4 and 2.0 kJ/mm).

Fig. 7 — Outside wall cooling rates for water (1.4 kJ/mm).

Fig. 8 — Outside wall cooling rates for 50% ethylene glycol in water
(1.4kJ /mm).

Fig. 9 — Simulated effect of heat input on pipe inside wall temper-
ature with boiling transition in water (Battelle program).



trolled mostly by gaseous heat transfer,
which is less efficient, and it becomes
even less efficient as the gaseous layer
thickens as heat input increases. The re-
sult is increasing inside-surface pipe wall
temperatures. Finally, when the tempera-
ture difference between the pipe wall
and the liquid rises even more, a contin-
uous vapor film is formed on the pipe
wall in the film boiling regime. The heat
flux again rises due to thermal radiation
from the pipe wall, which experiences an
ever-increasing temperature difference
from the working fluid. Ultimately, the
pipe wall will reach the melting temper-
ature of the material and failure occurs.

The hot tap program from Battelle as-
sumes this separation of the pipe wall
from the working fluid occurs at relatively
low heat inputs, as shown by the rapid
jumps in inside-wall temperature in Fig.
9. This study shows that the actual situa-
tion is less than the sudden transitions
predicted in computer simulations and
that the rate of heat transfer is also con-
trollable. With water as a working fluid,
inside-wall temperature does indeed rise
with pressure, but no film boiling occurs
except at atmospheric pressure and mod-
erately high heat input. This is demon-
strated by the lack of adherence of the in-
side surface temperature to the Tsat. At
higher pressures, only a small amount of
nucleate boiling (small fluctuations in
thermocouple output) was observed, and
the fluctuation in peak temperature as the
welding torch passed over the thermo-
couple location was insignificant. It is
likely increasing pressure decreases indi-
vidual bubble size, which simultaneously
increases the percentage of area wetted
while maintaining convective stirring.
The result is more efficient heat transfer
and an accelerated cooling rate. The in-
crease in Tsat caused by ethylene glycol
delays boiling, producing larger hot metal
volume compared to water. This larger
volume of heated metal coupled with the
lower thermal conductivity of the glycol
solution reduces the cooling rate.

In equilibrium conditions, the tem-
perature of the internal pipe wall surface
will be the liquid Tsat when nucleate boil-
ing occurs. However, real situations in-
volve nonequilibrium conditions in
which the interior wall surface tempera-
ture Ts is greater than the liquid Tsat. Sur-
face conditions on the pipe wall, as well
as surface tension and latent heat of the
liquid, affect the heat transfer process,
along with variations in other liquid
properties (Ref. 4). In the case of a static
liquid, vapor formation in the liquid is
called pool boiling, which is differenti-
ated from flow boiling, when the liquid is
moving. When the bulk liquid tempera-
ture is at Tsat, the pool boiling process is

called saturated boiling, and, for the case
when the bulk liquid temperature is
below Tsat, it is called subcooled boiling.
The latter case describes the experimen-
tal conditions in this work.

The heat input comparison between
the SMAW and GTAW processes demon-
strated the heat inputs for the given ex-
perimental setup were somewhat differ-
ent from the usual values quoted in the
welding literature. The arc efficiency of
the GTAW process was just over 60%
(~40% in the literature), and the SMAW
process varied between 75% at high volt-
age to 85% at lower voltage, thus aver-
aging 80% (~70% in literature). There-
fore, for the limited results, the GTAW
process is about 75% as efficient as
SMAW in arc heat transfer. This is close
enough to provide some confidence in
the working fluid experiments conducted
using the GTAW process, but also indi-
cates any experimental configuration
used to achieve similar results to this
work should calibrate the GTAW runs
with the desired SMAW/FCAW/GMAW
(or other) process conditions desired.

Only a start on using different work-
ing fluids for weld assessment on active
pipelines has been accomplished here.
Mixtures of ethylene glycol of varying ra-
tios with water may allow more control
over cooling rates, and liquids with other
physical characteristics involving Tsat,
thermal conductivity and viscosity could
provide even wider variations in cooling
conditions. For example, diethylene gly-
col has a lower thermal conductivity and
higher Tsat (Ref. 5) and will be a consid-
eration for further research. The effect of
liquid viscosity has not been addressed,
and this property may affect convective
stirring during heat transfer. The small,
contained volume of the test rig, just over
1.2 L (1.5 qt) caused some problems with
pressure containment as welding was ac-
complished. A larger test rig with more
sophisticated pressure regulation would
be beneficial. With these variables ad-
dressed, the controllable cooling rates
possible with working fluid changes
should open up the possibilities for cus-
tomized qualification tests for in-service
pipelines of any nature. The measured
cooling rates for active pipelines deter-
mined with the EWI spot heating tech-
nique can provide the data for a given
hot-tapping situation. The working fluid
and pressure conditions in the weld pro-
cedure test could then be adjusted to ap-
proximate the actual cooling rate as
closely as possible, so that hardness read-
ings, for example, are indicative of those
to be formed in the final welds.

Shortly after the completion of the ex-
perimental program, a need arose for a
major Alberta energy producer to con-

duct a weldment on an active sour gas
pipeline in which a shutdown of the
pipeline would have resulted in a very
significant loss of revenue. Bead-on-pipe
single passes on the same 12.8 in. (324
mm) OD x 0.44 in. (11 mm) wall thick-
ness, Grade X-52 pipe material used in
the pipeline with water as the working
fluid showed preheat alone could not be
relied upon to lower the cooling rates suf-
ficiently to facilitate acceptably low
hardness levels.   

The water-glycol working fluid was
therefore employed for procedure quali-
fication testing. Testing was again con-
ducted on the same Grade X-52 pipe ma-
terial as that used in the pipeline. The
nozzle material used for qualification
was 4.5 in. (114 mm) OD Schedule 120
A333 Grade 6 carbon steel. Outer wall
weld cooling rates at elevated pressures
from this experimentation correlated fa-
vorably conservative to cooling rates de-
termined through thermocouple plunge
testing on weldments conducted on ex-
perimental gas loops. The procedure
qualification coupons prepared with the
water-glycol solution were welded with-
out preheat to simulate the worst-case
field condition.  The hardness levels mea-
sured were all below the NACE-specified
248 HV500 for sour service.

Conclusions

1) With water as a working fluid, the
peak inner-wall temperature of the pipe
section during welding was stable as
pressure increased, indicating boiling
was suppressed. The peak temperature
followed Tsat for the liquid. No boiling
transition was observed even at high
heat inputs.

2) The weld cooling rate could not be
controlled with pressure variations with
water as the working fluid.

3) Pure ethylene glycol, which has a
higher Tsat than water, and 50%
methanol in water, were uncontrollable
as working fluids for weld-zone cooling
at low pressures due to dramatic film
boiling. This is probably due to the lower
Tsat of methanol and the lower thermal
conductivity and latent heat of ethylene
glycol in comparison to water. Pure
methanol was not assessed due to explo-
sion and flammability risks.

4) If water is mixed with other liquids
of lower Tsat (e.g., methanol), the tem-
perature response of the inside wall of the
pipe followed the Tsat of pure water, ex-
cept at low pressures. This is likely due to
the dominance of the thermal conductiv-
ity and specific heat of the water.

5) If water is mixed with other liquids
of higher Tsat (e.g., ethylene glycol), the
peak internal temperature of the pipe is
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between the Tsat of pure water and the
Tsat of the other liquid. The outside-wall
cooling rate can be decreased by in-
creasing the pressure.

6) The cooling rate for the inside wall
of a GTAW welding procedure pressur-
ized pipe test coupon can therefore be
varied by judicious choice of the working
fluid and internal pressure. 

7) Duplicate experiments using low-
hydrogen SMAW and GTAW processes
in typical pipeline procedural conditions
demonstrated the SMAW process is
about 25 to 33% more efficient in trans-
ferring heat. Therefore, detailed relation-
ships between GTAW and desired
SMAW procedural conditions are neces-
sary for procedure and welder qualifica-
tion using pressure and working fluid
modifications to control cooling rates.

8) The variable cooling rates obtained
by varying working fluid properties and
internal procedure test coupon pressure

offer the possibility of approximating real
cooling rates of active pipelines in weld
procedure testing. This control should
provide more realistic qualification test-
ing for hot tapping and increase confi-
dence in weld-zone property values ob-
tained from test coupons, for example,
HAZ hardness levels. A field weld on a
nozzle-to-pipe weld on an active sour
gas pipeline demonstrated that variations
in working fluid properties provides use-
ful welding procedure qualification con-
ditions for critical applications.

Acknowledgments

The authors wish to thank Ludwig &
Associates for provision of experimental
facilities for this project. Ron Peters and
Robert Gottschlich of Ludwig & Associ-
ates and Clark Bicknell of the University
of Alberta provided crucial technical ex-
pertise for which the authors are grateful.

References

1. CSA Standard Z662. 1997. Canadian
Standards Association, Rexdale, Ontario.

2. Cola, M. J., Kiefner, J. F., Fischer, R. D.,
Bubernik, T. A., Jones, D. J., and  Bruce, W. A.
1992. Development of Simplified Weld Cool-
ing Rate Models for In-Service Gas Pipelines.
Project Report No. J7134, American Gas As-
sociation, Arlington, Va. 

3. Westwater, J. W. 1956. Advances in
Chemical Engineering, Vol. I. Academic Press,
San Diego, Calif.

4. Thomas, L. C. 1980. Fundamentals of
Heat Transfer. Prentice-Hall, Englewood
Cliffs, N.J.

5. Gallant, W. R. 1973. Physical Properties
of Hydrocarbons. Gulf Publishing Co., Hous-
ton, Tex.

214-s | AUGUST 2000

R
E

S
E

A
R

C
H

/D
E

V
E

L
O

P
M

E
N

T
/R

E
S

E
A

R
C

H
/D

E
V

E
L

O
P

M
E

N
T

/R
E

S
E

A
R

C
H

/D
E

V
E

L
O

P
M

E
N

T
/R

E
S

E
A

R
C

H
/D

E
V

E
L

O
P

M
E

N
T

All authors should address themselves to the
following questions when writing papers for submission
to the Welding Research Supplement:

◆ Why was the work done?
◆ What was done?
◆ What was found?
◆ What is the significance of your results?
◆ What are your most important conclusions?
With those questions in mind, most authors can

logically organize their material along the following
lines, using suitable headings and subheadings to
divide the paper.

1) Abstract. A concise summary of the major
elements of the presentation, not exceeding 200 words,
to help the reader decide if the information is for him or
her.

2) Introduction. A short statement giving relevant
background, purpose and scope to help orient the
reader. Do not duplicate the abstract.

3) Experimental Procedure, Materials,
Equipment.

4) Results, Discussion. The facts or data obtained
and their evaluation.

5) Conclusion. An evaluation and interpretation of
your results. Most often, this is what the readers
remember.

6) Acknowledgment, References and Appendix.
Keep in mind that proper use of terms,

abbreviations and symbols are important
considerations in processing a manuscript for
publication. For welding terminology, the Welding
Journal adheres to ANSI/AWS A3.0-94, Standard
Welding Terms and Definitions.
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