
Check the ratchet straps to look for signs of damage.

PROPER UTV TRAILER SHIPPING PROCEDURE
If your vehicle is going to be trailered or in storage for an extended period of time, follow the instructions below for best results.

When trailering the unit, use tie down points close to the wheel ends to ensure the 
straps remain tight during transit. Ref figs: 4.17 & 4.18 for front tie points “A” and 
rear tie points “B”.

figure 4.17 figure 4.18

Use (4) racheting straps with the appropriate load rating for your vehicle.

Tie down unit at handle bars as shown in fig 4.17
Ensure straps are routed away from sharp edges that may cut or damage the
strap webbing.
Compress suspension to secure unit to trailer.

1.
2.
3.
4.

HANDLE BARS:

•Do not strap to suspension components

WARNING

REAR FRAME:
When trailering the unit, use tie down points close to the wheel ends to ensure the 
straps remain tight during transit. Ref figs: 4.17 & 4.18 for front tie points “A” and 
rear tie points “B”.

Use high-quality ratchet straps.

5.

6.

Check the ratchet straps to look for signs of damage.

Use (4) racheting straps with the appropriate load rating for your vehicle.

Tie down rear of unit above suspension bracket as shown in fig 4.18
Ensure straps are routed away from sharp edges that may cut or damage the
strap webbing.
Compress suspension to secure unit to trailer.

1.
2.
3.
4.

Use high-quality ratchet straps.

5.

6.

NOTE

Place tie-downs on four securement points, 
this will ensure that the UTV will not be able 
to move around during transit.



Fasten netsSplit windshield - down position

Single piece windshield - vent open

Side mirrors - fold in

PROPER UTV TRAILER SHIPPING PROCEDURE (CONT.)
Follow the accessories and body parts instructions below for best results when trailering your UTV.

ACCESSORIES

Cab Enclosure - remove doors

Cab Enclosure - unzip and roll down back window



Fuel line shut o� valve (model: L3)

Fuel line shut o� valve
(model: L5. Located under seat)

Fasten seat belts

Activate parking brake

Remove keys from ignition

Engine Fuel Valves  (Ref to figures 4.19 & 4.20) 

American Landmaster recommends closing the fuel valve whenever the unit is 
trailered to avoid fuel flooding.

On the L3 and L5s model the engine has a fuel valve that opens and closes the 
passage between the fuel tank and carburetor. Leave fuel valve lever in the OFF 
position when the engine is not in use to prevent carburetor flooding and reduce 
possibility of fuel leakage into the cylinder cavity and engine oil reservoir. Turn fuel 
valve lever to the ON position when running the engine.

Inline fuel valves
On the L3 and L5 models an in-line fuel shut-off is standard and located on the fuel
line between the fuel tank and the engine as shown in figure 4.20.

MAINTAINING FUEL SYSTEM

PROPER UTV TRAILER SHIPPING PROCEDURE (CONT.)

MISC.

figure 4.19

figure 4.20


