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Plan view - principle
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Section view - principle

Insulating glazing unit (34 or 46 mm)

Covering

Chain actuator (io-homecontrol® or open system)

Mounting bracket

Bottom flashing (ERC)

Drainage profile
(Multi bracket)

Insulation supplied by others

Foam gasket
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Steel for fixation

(see sub-construction
document)

Recommended min 450 mm

- - Delivery limit

VELUX is a supplier of building components and is only responsible for
its own description of the properties of the products. VELUX is not
responsible for the design, the specifications, or the construction of the
installation of its products such as may be prepared or undertaken by
others or as included in any tender documentation. Please contact
VELUX for information on the properties of the products. The buyer is
responsible with regard to the installation of the products of VELUX and
for satisfying the applicable building, fire and other legal requirements.
The modules, the sub-construction and the installation must be
designed, specified and dimensioned to fit the specific requirements of
the project as well as the applicable architectural and engineering
requirements and practices, along with the requirements and practices
of third party providers to the project.
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Modular
P Skylight

Ridgelight
/%\Atrium

\ Beam

Vapour bartier connection strip (BCX)

Project specific sub-construction.
(see sub-construction document)
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Projekt no.: - Date: 01.05.2017

ERC-VAS-17-05901
VELUX Modular Skylights Skylight 1D:
Atrium - Ridgelight with Beam Rev. date:

Cross section
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