
5 11/32" 

12· 
LAP SEALANT 

..............
.. 

DATE: 
05 '2019 

5 11/16" -

1-1/2" INlEGRAL CURB
(R 5.8) 

ACRYLIC OUlER DOME 

IMPACT MODIFIED ACRYLIC INNER DOME 

1 3/4" HX HD lEK SCREW 
{PART # 8545) 

IMPORTANT !!! THIS AREA MUST BE KEPT 
, CLEAR OF ALL FLASHINGS, SEALANTS & t-- ROOFING MA lERIALS SO SKYLIGHT WILL WEEP 
I PROPERLY {TYPICAL ALL SIDES) 
I 

ROOFING FLASHING 

V
{BY OTHERS) 

CONTINUOUS MASTIC 
COMPATIBLE WITH ROOFING 
MAlERIAL {BY INSTALLER) 

� -- - ROUGH OPENING DIMENSION - - --,

STAINLESS SlEEL OR GALVANIZED 
11 GA & 1 1/4" ROOFING 
NAILS O 6" O.C. 

FUSIBLE LINK 
360° 

500 ° 

OPTIONAL FUSIBLE LINK OPERATION 

DRAWING NO.: REV SHEET 
cso 0 1 or 1 

DOME SHAPE 

ORDER f: DAlE: 

PROJECT: 

LOCATION: 

CUSTOMER: 

APPROVED: DAlE: 

MODEL R.O. OF CURB QUANTITY 
5555 48" X 48" 
5566 48" X 60" 
5578 48" X 72" 
5596 48" X 90" 
55102 48" X 96" 
6666 60" X 60" 

6678 60" X 72" 
6696 60" X 90" 
66102 60" X 96" 

FRAME & RETAINING ANGLE FINISH: MILL (STANDARD) 
OTHER _____________ _ 

CURB WALLS: WHITE INNER / MILL OUTER (STANDARD) 

ACRYLIC GLAZING: 
OUTER INNER 

CLEAR CLEAR 

#2412 BRONZE #2447 WHITE 

CAUTION: WHEN INSTALLING THIS PRODUCT THE AREA 
BELOW THE UNIT MUST BE CLEAR OF OBSTRUCTIONS 
WHICH COULD IMPEDE THE RELEASE OF THE DOMES. 

@usTED 
AUTOMATICALLY OPERATED ROOF VENT 

4LM7 ROOF CLASS 90 

INSTALLED ON A MINIMUM 9" HIGH CURB 

UL LISTED UNITS ARE DESIGNED TO DROP 

OUT IN LESS THAN 5 MINUTES AT 500
°
F 

WHEN SUBJECTED TO THE STANDARD UL 

793 FIRE EXPOSURE TEST. 

CSO DECK MOUNT SHRINK-OUT SMOKE VENT 

VELUX Wells 
85 Spencer Dr, Unit A 
Wells, ME 04090 
1-800-88-VELUX 
veluxusa.com 


