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Ridgelight is a classic looking solution, consisting of two rows of sky-
lights linked together at the ridge, creating a self-supporting struc-
ture. The flashing allows for installations with a pitch of 25 to 40°.

Due to horizontal forces, it is recommended to use a sub-construc-
tion of steel or concrete when mounting a ridgelight.
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Sub-construction for ridgelight 

Sub-construction for ridgelight at 25-40° pitch

VELUX modular skylights installed in a ridgelight solution are build 
on a sub-construction made of steel or concrete. The sub-construc-
tion raises the modules above the roof surface, protecting the con-
struction against water and drifting snow, and provides the 
supporting base for the modular skylights. 

The sub-construction is not included in the VELUX delivery. The 
sub-construction as shown in the drawing only represents general 
principles and must be designed and dimensioned to fit the specific 
building project, local architectural style and practice, and the di-
rections of other building suppliers.
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H: Module height 

α: Installation pitch

A: Opening width

B: Opening length 
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Example:   
A = 3775 mm

Result:  
α1:  H = 2000 mm at installation pitch of 26° 
or
α2: H = 2200 mm at installation pitch of 35.5°

Use the table to define module height (H) and/or installation pitch (α).
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Measurements in the above example are guidelines only. Exact numbers will be supplied by your VELUX sales company.

Note: Light fittings are not supplied by the VELUX Group. Max. point load is 5 kg per module connection.


