
ASH SCREW
TO COMMON 
COLLECTION

ASH
DRAG-CHAIN
TO COMMON 
COLLECTION

PRIMARY FLY ASH 
 COLLECTION SYSTEM

(MULTI-CLONE)

SECONDARY FLY ASH 
 COLLECTION

SYSTEM
(WET SCRUBBER)

VENTURI

CIRCULATING PUMP

SAND TANK REMOVABLE
 DUMP HOPPER

COAL
BUNKER

INDUCED DRAFT FAN

COAL TRANSFER
BUCKET ELEVATOR

 Hurst Firebox Series involves years of engineering and construction of the wood, coal, and solid waste fired fuel 
systems. This efficiency is achieved by superior utilization of the fuels radiant heat within the water cooled furnace. 
The Firebox is adaptable to dry wood, wet wood, coal and an array of other waste fuels. Furthermore, the large 
furnace allows for efficient firing of auxiliary fuels (gas, fuel oil, and waste oil).

The Hurst Venturi Scrubber uses the differential between high velocity gases and free-flowing water to create 
droplets which entrap contaminates, hold them in suspension and deliver them as a highly concentrated slurry. The 
Hurst Venturi Scrubber offers more advantages in separating and recovering liquid mist and ultra-fine particulate 
than other gas cleaning methods.
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