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INFORMATION CONTAINED IN 

THIS DOCUMENT IS A TRADE 

SECRET AND ANY USE OF THE 

INFORMATION, EXCEPT BY ITS 

INTENDED RECEIVER, IS 

STRICTLY PROHIBITED AND 

MISAPPROPRIATION OF THE 

INFORMATION SHALL MAKE THE 

NONINTENDED RECEIVER LIABLE

FOR ANY AND ALL DAMAGES 

SUFFERED AS A RESULT BY THE 

McLANAHAN CORPORATION.

 

UNLESS OTHERWISE SPECIFIED, 

TOLERANCES ON DIMENSIONS 

ARE:

 

MACHINING

    DECIMAL

    FRACTION

PROFILE/SAW

FABRICATION

CAST SURFACES

 

SURFACE FINISH 

 

UNLESS OTHERWISE NOTED, ALL

WELDS ARE TO BE CONTINUOUS.

FILLET WELDS ARE TO BE 9/16 

OF MINIMUM PLATE THICKNESS.
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MANURE STORAGE

FREESTALL BARN

DANGER

DEADLY MANURE GASES POSSIBLE

DEATH MAY BE IMMEDIATE!

 

ENTER TANKS ONLY WITH:

 

-  SELF-CONTAINED AIR SUPPLY

 

-  VENTILATION

 

-  RESCUE HARNESS, MECHANICAL LIFT, STAND-BY PERSON

SAFETY RAIL OR COVERS REQUIRED ON OR

AROUND ALL EQUIPMENT AND OPEN TANKS

(NOT ALL SHOWN FOR CLARITY)

VERIFY ALL SITE DIMENSIONS PRIOR TO CONSTRUCTION

IF BAR DOES NOT MEASURE 1",

DRAWING IS NOT PRINTED TO SCALE

MANURE STORAGE

12" X 204' HORIZONTAL MANURE AUGER, PULLER

16'-0" [4870 mm]

GRATED COVERS

16'-0" [4870 mm]

GRATED COVERS

16'-0" [4877 mm]

GRATED COVERS

16'-0" [4870 mm]

GRATED COVERS

16'-0" [4877 mm]

10'-0" [3048 mm]

16'-0" [4877 mm]

15'-1" [4597 mm]

16'-0" [4877 mm]

10'-0" [3048 mm]

16'-0" [4877 mm]

99'-1" [30201 mm] FREESTALL BARN WIDTH

84'-3 13/16" [25700 mm]

84'-4" [25700 mm]

5 GRATED COVERS, TYP,

SEE SHEET 2 FOR DETAIL

SOLID OR GRATED COVERS REQUIRED 

OVER ENTIRE LENGTH OF AUGER.  

NOT ALL SHOWN FOR CLARITY.

  CATTLE CROSS ALLEY

16 in [406 mm]

19 in [483 mm]

16'-0" [4877 mm]

GRATED COVERS

16'-0" [4877 mm]

GRATED COVERS

16'-0" [4877 mm]

GRATED COVERS

16'-0" [4877 mm]

GRATED COVERS

1 in [25 mm]

INSULATE EXPOSED AUGER DURING FREEZING WEATHER

(STRAW BALES, ETC.)

SOLID COVERS, TYP

202'-4" [61673 mm]

  MANURE FLOW

  MANURE FLOW

12'-0" [3658 mm] SCREW SHAFT, TYP

12" X 204' HORIZONTAL 

MANURE AUGER

AUGER DRIVE CATWALK,

SUPPLIED BY MCLANAHAN


