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THE LOADED WEIGHT OF THIS MACHINE IS 32,000 LBS. WHEN DESIGNING 

THE SUPPORTING STRUCTURE, A FACTOR OF SAFETY SHOULD BE APPLIED

TO THE MACHINE LOADED WEIGHT PER THE FOLLOWING CHART.

VERTICAL LOADS HORIZONTAL LOADS

LATERAL

N/A

TRANSVERSE

N/A

PERPENDICULAR TO THE

ROTATING AXIS OF THE

ROLL OR DRUM

PARALLEL TO THE

ROTATING AXIS OF

THE ROLL OR DRUM

FACTOR

THIRD ANGLE

PROJECTION

8,000 LBS

THIS DRAWING IS THE PROPERTY OF MCLANAHAN CORPORATION AND SHALL 

NOT BE USED OR COPIED EXCEPT AS EXPRESSLY AUTHORIZED. INFORMATION 

CONTAINED IN THIS DOCUMENT IS A TRADE SECRET AND ANY USE OF THE 

INFORMATION, EXCEPT BY ITS INTENDED RECEIVER, IS STRICTLY PROHIBITED 

AND MISAPPROPRIATION OF THE INFORMATION SHALL MAKE THE NONINTENDED 

RECEIVER LIABLE FOR ANY AND ALL DAMAGES SUFFERED AS A RESULT BY THE 

McLANAHAN CORPORATION.
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PART NUMBER: GA-STALL-08M

PARTS LIST AND ASSEMBLY FOR 8 CUBIC YARD STALL 

FILLER WITH ELECTRONIC CONTROLS

DESCRIPTION

 

 

 

                           ±0.01 in

                           ±0.005 in

                           ±1/16 in

                           ±1/8 in

                           ±1°

                              125

UNLESS OTHERWISE 

NOTED, TOLERANCES ON

DIMENSIONS ARE:

.xx

.xxx

PROFILE/SAW

FABRICATION

ANGLE

SURFACE

P43E11

REFERENCES

GA-STALL-08M

DRAWING NUMBER REVISION

   PRELIMINARY PRINT SENT

MCLANAHAN SERIAL NO.    2018XXXX

STOCK MACHINE
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   ASSEMBLY:    AS SHOWN
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LUBRICATION REQUIREMENTS

PART LUBRICANT QUANTITY FREQUENCY

REDUCER
OIL, EP GEAR LUBRICANT, SAE 80W-90, MEETS API GL-5 & MT-1

SEE MANUAL

CHANGE ONCE 

PER YEAR

AXLE HUBS
OIL, EP GEAR LUBRICANT, SAE 80W-90, MEETS API GL-5 & MT-1

SEE MANUAL

CHANGE ONCE 

PER YEAR

FLANGE BLOCK, 1", 2-BOLT

GREASE, EP MULTI-PURPOSE GREASE, NLGI GRADE #2, LITHIUM 

THICKENER, BASE OIL VIS. OF 150 TO 220 CST @40C

ENGOUGH TO PURGE 

GREASE PAST SEALS

EVERY 2 WEEKS

FLANGE BLOCK, 1", 4-BOLT

GREASE, EP MULTI-PURPOSE GREASE, NLGI GRADE #2, LITHIUM 

THICKENER, BASE OIL VIS. OF 150 TO 220 CST @40C

ENGOUGH TO PURGE 

GREASE PAST SEALS

EVERY 2 WEEKS

FLANGE BLOCK, 2", 4-BOLT

GREASE, EP MULTI-PURPOSE GREASE, NLGI GRADE #2, LITHIUM 

THICKENER, BASE OIL VIS. OF 150 TO 220 CST @40C

ENGOUGH TO PURGE 

GREASE PAST SEALS

EVERY 2 WEEKS

FLANGE BLOCK, 2", 2-BOLT

GREASE, EP MULTI-PURPOSE GREASE, NLGI GRADE #2, LITHIUM 

THICKENER, BASE OIL VIS. OF 150 TO 220 CST @40C

ENGOUGH TO PURGE 

GREASE PAST SEALS

EVERY 2 WEEKS

PILLOW BLOCK, 1"

GREASE, EP MULTI-PURPOSE GREASE, NLGI GRADE #2, LITHIUM 

THICKENER, BASE OIL VIS. OF 150 TO 220 CST @40C

ENGOUGH TO PURGE 

GREASE PAST SEALS

EVERY 2 WEEKS

PTO U-JOINTS

GREASE, EP MULTI-PURPOSE GREASE, NLGI GRADE #2, LITHIUM 

THICKENER, BASE OIL VIS. OF 150 TO 220 CST @40C

ENGOUGH TO PURGE 

GREASE PAST SEALS

EVERY 3 

MONTHS

HYDRAULIC OIL

OIL, AW HYDRAULIC OIL, ISO VG 68, MEETS DENISON HYDRAULICS 

HF-0, HF-1, & HF-2, ALSO MEETS CINCINNATI MACHINE P-69

25 GALLONS, LEAVE 1" 

AIR SPACE AT TOP OF 

RESERVOIR

CHANGE ONCE 

PER YEAR
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