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THIS DRAWING IS THE PROPERTY OF MCLANAHAN CORPORATION AND SHALL 

NOT BE USED OR COPIED EXCEPT AS EXPRESSLY AUTHORIZED. INFORMATION 

CONTAINED IN THIS DOCUMENT IS A TRADE SECRET AND ANY USE OF THE 

INFORMATION, EXCEPT BY ITS INTENDED RECEIVER, IS STRICTLY PROHIBITED 

AND MISAPPROPRIATION OF THE INFORMATION SHALL MAKE THE NONINTENDED 

RECEIVER LIABLE FOR ANY AND ALL DAMAGES SUFFERED AS A RESULT BY THE 

McLANAHAN CORPORATION.
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DESCRIPTION

GENERIC SMALL-SCALE SAND SEPARATION SYSTEM
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FABRICATION

ANGLE

SURFACE

APPROVED BY
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1ST ISSUE DATE

3/1/2017

SHEET SIZE

D

THIRD ANGLE

PROJECTION

BUILDING EAVE HEIGHT = 18FT

DRAFT

IF BAR DOES NOT MEASURE 1",

DRAWING IS NOT PRINTED TO SCALE

DANGER

DEADLY MANURE GASES POSSIBLE

DEATH MAY BE IMMEDIATE!

 

ENTER TANKS ONLY WITH:

 

-  SELF-CONTAINED AIR SUPPLY

 

-  VENTILATION

 

-  RESCUE HARNESS, MECHANICAL LIFT, STAND-BY PERSON

ELECTRICAL CONTROLS ROOM

FRESH AIR VENTILATION REQUIRED

RECEPTION TANK

8FT DEEP

DRY WELL

8FT DEEP

EFFLUENT TANK

8FT DEEP

SAND STACKING AREA

SAND STACKING
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14'-0" OHD

52'-0" BUILDING LENGTH

6FT HIGH STACK WALL

6FT HIGH STACK WALL

CONTROL PANEL

UTILITY SINK

FRESH WATER

SAFETY RAIL REQUIRED

AROUND ALL OPEN TANKS

PISTON PUMP

FRESH WATER SOURCE,

SUPPLY AT UP TO 10GPM

PUMP, TO STORAGE

AGITATOR

RUBBER-LINED PUMP, 

TO HYDROCYCLONE

FLOW MINGLER, 

ROTARY SCREEN SEPARATOR, 

AND SUMP TANK

HYDROCYCLONE 

SEPARATOR

SAND WASHER

SAND-LADEN MANURE FROM BARN(S)  

FRESH WATER, SUPPLY AT 2-3GPM


