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                       Removal of Stock Exhaust: 
 

1. Remove the four (4) nuts from the outlet flange of the stock front pipe. Refer to Figure 1 
 

2. Remove the two (2) bolts securing the lower isolator mount to the vehicle frame.  
Refer to Figure 2 
 

3. Remove the single bolt holding the front inner isolator mount to the vehicle. 
Refer to Figure 3 
 

4. Finally, while supporting the stock muffler, remove the two (2) bolts securing the upper 
rear isolator mount (Refer to Figure 4), then remove the muffler. Retain the isolator mount 
and bolts as they will be reused. 

                    Installation of MBRP Exhaust: 
 

1. Reinstall the upper rear isolator mount, but leave the bolts loose enough that the 
bracket can move slightly. Refer to Figure 4. 
 

2. Make sure that the stock circular gasket is in place at the outlet of the front pipe. If it 
came off with the muffler, put it back in place. 
 

3. Install the Muffler Assembly by sliding the upper hanger into the isolator mount and 
positioning the inlet flange onto the stock front pipe flange. Place one of the Hex Bolts 
with a Lock Washer through one of the flange holes and loosely secure it with a Lock 
Washer and Hex Bolt to hold the Muffler Assembly in place. Refer to Figure 5 
 

4. Loosely install the remaining Hex Bolts, Lock Washers, and Hex Nuts at the flange 
connection.  
 

5. Slide the lower isolator mount over the lower hanger on the Muffler Assembly, then 
loosely reinstall it to the frame using the bolts that were removed previously. 
 

6. Once all bolts are in place, fully tighten the flange hardware, followed by the bolts (4) 
securing the upper and lower isolator mounts. Refer to Figure 5. 
It is recommended that the hardware be retightened after the first hour of operation. 
 

Note: In order to maintain optimal performance, the spark arrestor screen 
should be cleaned after every 30-35 hours of use. 

 

 

Figure 5 

 

Congratulations! You are ready to begin experiencing the improved performance and 
driving excitement of your MBRP Exhaust upgrade. We know you will enjoy your purchase. 
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Figure 4 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 


