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Removal of Stock Exhaust: 
 

1. Remove the upper and lower springs securing the muffler to the vehicle. Do not 

discard the springs.  

Refer to Figure 1. 

 

2. Remove the 2 bolts and springs securing the muffler inlet to the exhaust pipe. Do 

not discard them.  Leave the gasket on the vehicle exhaust pipe. 

Refer to Figure 1. 

 

3. Remove the muffler by sliding the hangers out of the rubber isolators.  

 

4. Remove the spark arrestor from the muffler outlet.  Retain the hardware and spark 

arrestor assembly. 
 

Installation of MBRP Exhaust: 
 

1. Slide the hanger rods into the rubber isolators on the vehicle and mate the Muffler 

Assembly inlet pipe to the end of the exhaust pipe.  Refer to Figure 2. 

  

2. Secure the Muffler Assembly by attaching the previously removed spring at the 

lower location, using the mounting hole in the support bracket.  Refer to Figure 3. 

 

3. Secure the inlet using the previously removed stock bolts and springs. 

Refer to Figure 4. 
 

4.  Install the factory upper spring into the tab on the Muffler Assembly tail pipe. 

Refer to Figure 5. 

 

5.  Install the factory spark arrestor into the Muffler Assembly using the factory 

hardware. 

Refer to Figure 5. 

 

6.  Ensure there is adequate clearance between the exhaust system and other 

parts of the vehicle or accessories.  Carefully check with the box in the dump 

position and the tailgate lowered if so equipped.   

 

 
 

 

Congratulations! You are ready to begin experiencing the improved performance 

and driving excitement of your MBRP ATV Exhaust upgrade. We know you will 

enjoy your purchase. 
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