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Removal of Stock Exhaust: 
 

1. Remove the 2 springs securing the muffler inlet to the exhaust pipe. Retain the springs for 

the installation. Leave the gasket on the vehicle exhaust pipe. 

Refer to Figure 1. 

 

2. Remove the muffler by sliding the hangers out of the rubber isolators.  
 

Installation of MBRP Powersports Exhaust: 
 

1. Slide the hanger rods into the rubber isolators on the vehicle. Insert the lower hanger first, 

it is designed longer to aid in the installation. 

Refer to Figure 2. 

 

2. Mate the Muffler Assembly inlet pipe to the end of the exhaust pipe fitting over the 

gasket.  

Refer to Figure 3. 

 

3. Secure the inlet using the previously removed stock springs. Hook the springs on the 

Muffler Assembly inlet pipe first, from the inside of the spring tab out, then hook the springs 

over the factory exhaust pipe. 

Refer to Figures 3 and 4. 

 
*If necessary, the inlet pipe can be adjusted by loosening the muffler inlet clamp. 

  

4.  Ensure there is adequate clearance between the exhaust system and other parts of 

the vehicle or accessories.   

 

Note: It is recommended that the muffler screws be retightened after the first ride and 

checked periodically thereafter, tightening if necessary. 

 

 
 

 

Congratulations! You are ready to begin experiencing the improved performance and driving excitement of your MBRP 

Powersports ATV Exhaust upgrade. We know you will enjoy your purchase. 
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Spark Arrestor Maintenance 

 
In order to maintain optimal performance, the spark arrestor 
screen should be cleaned after every 30-35 hours of use. 
 
 

 

 

Clean-out Instructions: 
 

Make sure the vehicle is cool before completing the clean-out procedure. 
 
1. Using a 4mm hex key, remove the 4 screws securing the outlet cap or tip.  
    (Figure 1) 
 
2. Remove the outlet cap to expose the spark arrestor screen insert. 
    (Figure 2) 
 
3. Remove the screen insert. (Figure 3) 
 
4. Using a wire brush, thoroughly brush the screen to remove residue. 
    (Figure 4) 
 
5. Replace the screen and cap. 
 
6. Tighten the screws to 60 in-lbs (6.8 Nm). 
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