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Removal of Stock System: 

 

1.  Apply a penetrating lubricant liberally to all threaded fasteners. 

 

2.  Remove engine under-cover. 

 

3.  Remove the factory tip assembly. 

Refer to Figure 1. 

 

4.  Remove the flange nuts from each of the four flanges on the stock center-

muffler.   

Refer to Figure 2. 

 

5.  Remove the factory V-band clamps between the catalytic converters and 

the side-mufflers.   

Refer to Figure 3. 

 

6.  Remove the side-muffler mounting bracket hardware on both sides.  This 

will allow you to push the side mufflers outward to allow removal of the 

center-muffler 

Refer to Figure 4. 

 

7.  Remove the two center-muffler mounting straps from the muffler and 

brackets. 

 

8.  Move the center-muffler to one side to allow the side-muffler pipes on the 

opposite side to be removed then tilt the muffler down and remove it from the 

other side. 

Refer to Figure 5. 

 

9.  Remove the factory gaskets and flanges from the side-mufflers. 

 

10.  Optional – remove the factory center-muffler mounting bracket.  It is not 

required with the new exhaust. 
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Figure 5 

 

 



 

S7607 © 01/16                      PAGE 3 OF 3 
 

Installation of MBRP Inc. Performance Exhaust: 

 

1.  Place one 2” Clamp and one 2.5” Clamp on each end of the Muffler 

Delete Pipe. 

Refer to Figure 6. 

 

2.  Place one end of the Muffler Delete Pipe onto both pipes of one of the 

side-mufflers.  Level the Muffler Delete Pipe and repeat on the other side. 

Refer to Figure 7. 

 

3.  Ensure there is adequate insertion of the factory side-muffler pipes into 

the Muffler Delete Pipe.  The factory pipes should extend past the slots in 

the Muffler Delete Pipe.  Snug, but do not completely tighten the 2.5” 

Clamps. 

 

4.  Level and then center the exhaust tips in the fascia opening. 

Refer to Figure 8. 

 

5.  Once everything is aligned, re-install the factory side-muffler mounting 

bracket hardware and completely tighten all Clamps and hardware.  Check 

that the alignment has not changed as you tighten each part and adjust as 

necessary. 

 

6.  Re-install the engine under-cover. 

 

7.  Check along the whole length of the exhaust system to ensure that there is 

adequate clearance around the frame, body, fuel and brake lines or any 

wiring.  If any interference is detected, relocate or adjust. 

 

 

       

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Congratulations! You are ready to begin experiencing the improved power, sound and driving experience of your  

MBRP Inc. performance exhaust system. We know you will enjoy your purchase. 

 
Figure 6 

 

 
Figure 7 

 

 
Figure 8 


