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※  ※    History   ※  ※ 

    

REV. History Release Date Remark 

v1.0 First Release. 10/13/2011  

v1.1 Modify SOP follow release package format. 11/09/2011  

V1.2 Add UEFI Shell environment to flash BIOS 12/30/2011  

V1.3 
1. Remove uEFI Shell(32bit) flash BIOS SOP 
2. Modify uEFI Shell(64bit) flash BIOS SOP 

05/30/2012  

V1.4 Modify BIOS flash SOP for secure flash. 07/21/2012  

V1.41 Modify BIOS flash SOP for secure flash on AMD platform. 08/20/2012  
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Flash System uEFI BIOS SOP for DOS: 
1. Copy BIOS folder to USB Disk. You can rename the BIOS folder. For example: rename to 
P11-A0. 
2. Boot system to DOS mode. 
3. Enter BIOS folder. 
4. Enter “Service\DOS” folder. 

 
5. Execute “dosflash.bat” file. 

 
6. Process to flash BIOS (Don’t reset) 
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7. When finished BIOS update, please press any key to reboot the system. 
8. Press “Del” to enter BIOS setup. 
9. In Exit page, select “Load Default Settings” and press “Enter” key.  

 
10. Select “Yes” and press “Enter” key. 

 
11. Select “Save & Exit Setup” and press “Enter” key. 
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12. Select “Yes” and press “Enter” key. 

 
13. Flash BIOS is finished. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



                                                            Acer BIOS Flash SOP v1.41 (For Non-ME uEFI BIOS) 

7 

Flash System uEFI BIOS SOP for Windows: 
1. Open “WIN\win64” folder .  

 
2. Please double click “Winflash.bat”. 

 
3. Process to flash BIOS (Don’t reset). 

4. 

When finished BIOS update,please press any key to reboot the system. 
5. Press “Del” to enter BIOS setup. 
6. In Exit page, select “Load Default Settings” and press “Enter” key.  
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7. Select “Yes” and press “Enter” key. 

 
 
8. Select “Save & Exit Setup” and press “Enter” key. 



                                                            Acer BIOS Flash SOP v1.41 (For Non-ME uEFI BIOS) 

9 

 
9. Select “Yes” and press “Enter” key. 

 
10. Flash BIOS is finished. 
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Flash System uEFI BIOS SOP for UEFI Shell(64bit): 
A: For Built-in EFI shell: 
1. Copy BIOS folder to USB Disk. You can rename the BIOS folder. For example: rename to 
P11-A0. 
2. Plug in the USB disk included flash tool and UEFI firmware to the system ,power on and 
press ”F12” hotkey to invoke Boot Menu ,select to boot from UEFI Shell.Refer to below 
picture. 

    
3. Select the U-Disk file-system(eg:fs5) under uEFI Shell. 
4. Enter the BIOS folder. 
5. Enter "Service\EFI" folder. 

 
 
6. Execute "efiflash.nsh" file. 
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7. Flashing process(Don’t reset or turn off the power).Refer to below picture. 

 
 
8. When finished BIOS update,please press any key to reboot the system. 
9. Press “Del” to enter BIOS setup. 
10. In Exit page, select “Load Default Settings” and press “Enter” key.  
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11. Select “Yes” and press “Enter” key. 

 
12. Select “Save & Exit Setup” and press “Enter” key. 
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13. Select “Yes” and press “Enter” key. 

 
14. UEFI Firmware update is complete. 
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B: For Non Built-in EFI shell: 
1. Make a bootable EFI USB disk  
2. Copy BIOS folder to USB Disk. You can rename the BIOS folder. For example: rename to 
P11-A0. 
3. Plug in the USB disk included flash tool and UEFI firmware to the system ,power on and 
press ”F12” hotkey to invoke Boot Menu ,select to boot from UEFI Shell. 

Refer to below picture. 

    
3. Select the U-Disk file-system(eg:fs5) under uEFI Shell. 
4. Enter the BIOS folder. 
5. Enter "Service\efi" folder. 

 
 
6. Execute "efiflash.nsh" file. 

 

  
7. Flashing process(Don’t reset or turn off the power).Refer to below picture. 
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8. When finished BIOS update, please  
9. Press “Del” to enter BIOS setup. 
10. In Exit page, select “Load Default Settings” and press “Enter” key.  

 
11. Select “Yes” and press “Enter” key. 
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12. Select “Save & Exit Setup” and press “Enter” key. 

 
13. Select “Yes” and press “Enter” key. 

 
14. UEFI Firmware update is complete. 
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