
Lustran® SAN
Clarity and high heat resistantSAN for critical to everyday applications

INEOS Styrolution Lustran® styrene acrylonitrile copolymers (SAN) feature a balanced property 
profile ranging from excellent transparency and good chemical resistance to high stiffness, as 
well as very good dimensional stability. The Lustran SAN® portfolio comprises a varied selection 
of grades designed for injection molding and compounding applications.

DISCOVER THE BENEFITS OF LUSTRAN® SAN
• Outstanding Transparency
• High Rigidity
• High Gloss
• Heat Resistant
• Chemical Resistant

APPLICATIONS
• Medical devices
• Transparent covers and barriers
• Optic Lens
• Cosmetic packaging
• Personal care
• Housewares
• Tumblers

INDUSTRIES
• Automotive
• Electronics
• Healthcare
• Household

• Meets USP Class VI  
requirements

• Meets FDA modified ISO  
10993-1 requirements

• UL classification 94 HB

• Pitchers
• Blender jars
• Water filter housings
• Battery cases
• Dinnerware
• Disposable lighters

• Industrial
• Packaging
• Compounding*

*This application applies 

to Lustran® DN Grades



Lustran® 

SAN Sparkle
Lustran®  

SAN 29
Lustran®  

SAN 31
Lustran®  

SAN 51

MVR
220 °C / 10 kg 38 19 23 18

Tensile Strength
Break, 73 ºF [psi] 9000 10800 10500 11000

Flexural Modulus
73 ºF [psi] 500000 500000 500000 520000

Flexural Strength
73 ºF [psi] 14000 18900 16700 19000

Notched Izod Impact
73 ºF [ft-lb/in] 0.40 0.40 0.40 0.40

Rockwell Hardness  
[M-Scale] 75 83 83 83

Vicat Softening
Temperature [F] 226 232 230 230

Light Transmission [%] 89.0 to 90.0 87.0 to 88.0 87.0 to 88.0 88.0

Haze [%] 0.700 0.800 0.700 2.00
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COMPOUNDING GRADES & PROPERTIES

TRANSPARENT GRADES & PROPERTIES

Lustran® SAN 
DN50

Lustran® SAN 
DN59

Lustran® SAN 
DN77

Lustran® SAN 
DN79

MVR
220 °C / 10 kg 40 59 34 19

Tensile Strength
Break, 73 ºF [psi]

10300 10000 10000 15000
Flexural Modulus

73 ºF [psi] 495000 495000 500000 525000
Flexural Strength

73 ºF [psi] 16000 11000 11000 14000
Unnotched Izod Impact

73 ºF [ft-lb/in] 4.5 5.8 6.0 6.8
Vicat Softening
Temperature [F] 110 109 109 111
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